TEGHNDGENIA

THE LEADER IN HARDFACING - LA PERFORMANCE EN RECHARGEMENT DUR

Metal-cored wire with spherical cast tungsten carbide
(Spherotene®, hardness 3000 Hv) in a Nickel-based matrix for
optimum abrasion resistance in severe environment
conditions.

The deposit offers a very good resistance to wear.
Re-application of worn tool can also easily be done.

The low heat input helps reducing tungsten carbide particles
dissolution.

TYPICAL MECHANICAL PROPERTIES

Carbide content : 55-60%

Hardness carbide (HV 0.2) : 2700 Hv
Matrix : (HRC) : 55-56

Diameter wire : 1.6 mm

WELDING PARAMETERS

. . 1.6 mm
Typical Spool weight : 15 Kgs Current (A) 140 — 160
QA;CZIrr;abO”;?i/;srmdmg only Voltage (V) 20-21
Yersp Shielding Gas 82% Ar / 18% CO2
TYPICAL APPLICATIONS Wire Feed rate 2,6 m/min
Stick out 17 mm
Position Flat

Various industries, such as drilling industry,
Brick and clay, steel industry, dredging,
recycling industry ...

STANDARD SIZES & PACKAGING

Diameter Packaging
1.6 mm Spools 5 kg to 15 kg

Microstructure Tungsten Carbides in a Nickel Matrix
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