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FLUX-CORE BECOMES FOXCORE – MATCHLESS IN STAINLESS

EN ISO 17633-A AWS A5.22 / SFA-5.22 Product Name Previous product name
Article numbers – packaging type – dimension

Wire basket spools 5 kg spools**
0.9 mm 1.2 mm 1.6 mm 1.2 mm

Soft-martensitic flux-cored wire
T 13 4 P M21 (C1) 1 (H5) E410NiMoT1-4(1) (H4) FOXcore 13/4-T1 BÖHLER CN 13/4 PW-FD 59014

Soft-martensitic metal-cored wires
T 13 4 M M12 2 EC410NiMo (mod.) FOXcore 13/4-MC BÖHLER CN 13/4-MC 57916 57929

T 13 4 M M12 2 EC410NiMo (mod.) FOXcore 13/4-MC F BÖHLER CN 13/4-MC (F) 57910 57684

T 13 4 M M12 2 EC410NiMo (mod.) FOXcore 13/4-MC HD BÖHLER CN 13/4-MC HI 58167

Austenitic flux-cored wires
T 19 9 L R M21 (C1) 3 E308LT0-4(1) FOXcore 308L-T0 BÖHLER EAS 2-FD 57759 57776

T 19 9 L R M21 / C1 3 E308LT0-4/1 FOXcore 308L-T0 DG Avesta FCW-2D 308L/MVR 57697 57690 57874

T 19 9 L P M21 (C1) 1 E308LT1-4(1) FOXcore 308L-T1
BÖHLER EAS 2 PW-FD

57616 58069 58151 57783
Avesta FCW 308L/MVR-PW

T 19 9 L P C1 1 E308LT1-1 FOXcore 308L-T1 C1 New 40319* 53781

T 19 12 3 L R M21 (C1) 3 E316LT0-4(1) FOXcore 316L-T0 BÖHLER EAS 4 M-FD 57748 57779 57785

T 19 12 3 L R M21 / C1 3 E316LT0-4/1 FOXcore 316L-T0 DG Avesta FCW-2D 316L/SKR 57700 57703 57880

T 19 12 3 L P M21 (C1) 1 E316LT1-4(1) FOXcore 316L-T1
BÖHLER EAS 4 PW-FD

57633 58065 59013 58001
Avesta FCW 316L/SKR-PW

T 19 12 3 L P C1 1 E316LT1-1 FOXcore 316L-T1 C1 New 38718* 53788

T 19 9 Nb R M21 /C1 3 E347T0-4/1 FOXcore 347-T0 BÖHLER SAS 2-FD 57782

T 19 9 Nb P M21 (C1) 1 E347T1-4(1) FOXcore 347-T1 BÖHLER SAS 2 PW-FD 57796 57803

T 19 12 3 Nb R M21 (C1) 3 E318T0-4(1) FOXcore 318-T0 BÖHLER SAS 4-FD 57806

T 19 12 3 Nb P M21 (C1) 1 E318T1-4(1) FOXcore 318-T1 BÖHLER SAS 4 PW-FD 57810

T Z 19 13 4 L R M21 (C1) 3 E317LT0-4(1) FOXcore 317L-T0 BÖHLER E 317L-FD 57867

T Z 19 13 4 L P M21 (C1) 1 E317LT1-4(1) FOXcore 317L-T1 BÖHLER E 317L PW-FD 57894

Austenitic metal-cored wires
T 19 9 L M M12 2 EC308L FOXcore 308L-MC BÖHLER EAS 2-MC 57942

T 19 12 3 L M M12 2 EC316L FOXcore 316L-MC BÖHLER EAS 4 M-MC 57943

Austenitic flux-core wires for cryogenic applications

T 19 9 L P M21 (C1) 1 E308LT1-4(1) FOXcore 308L-T1 Cryo
BÖHLER EAS 2 PW-FD (LF)

57909
Avesta FCW 308L/MVR Cryo

T Z 19 12 3 L P M21 (C1) 1 E316LT1-4(1) FOXcore 316L-T1 Cryo BÖHLER EAS 4 PW-FD (LF) 58014 58060

Duplex flux-cored wires

T 23 7 N L R M21 (C1) 3 E2307T0-4(1) FOXcore 2307-T0
Avesta FCW-2D LDX 2101

58076
Avesta FCW-2D 2304

T 23 7 N L P M21 (C1) 1 E2307T1-4(1) FOXcore 2307-T1
Avesta FCW LDX 2101-PW

58095
Avesta FCW 2304-PW

T 22 9 3 N L R M21 (C1) 3 E2209T0-4(1) FOXcore 2209-T0
Avesta FCW-2D 2205

58067 57686
BÖHLER CN 22/9 N-FD

T 22 9 3 N L P M21 (C1) 1 E2209T1-4(1) FOXcore 2209-T1
Avesta FCW 2205-PW

58068
BÖHLER CN 22/9 PW-FD

T 22 9 3 N L P M21 (C1) 1 E2209T1-4(1) FOXcore 2209-T1 HD New 53206

T 25 9 4 N L P M21 (C1) 2 E2594T1-4(1) FOXcore 2594-T1 Avesta FCW 2507/P100-PW 58120

T 25 9 4 N L P M21 (C1) 2 E2594T1-4(1) FOXcore 2594-T1 HD Avesta FCW 2507/P100-PW NOR 58158 58159

Austenitic flux-cored wires for dissimilar welding and overlay welding
T 18 8 Mn R M21 (C1) 3 E307T0-4(1) FOXcore 307-T0 BÖHLER A 7-FD 57787 57789

T 18 8 Mn P M21 (C1) 2 E307T1-4(1) FOXcore 307-T1 BÖHLER A 7 PW-FD 57842

T 23 12 L R M21 (C1) 3 E309LT0-4(1) FOXcore 309L-T0 BÖHLER CN 23/12-FD 57771 57773 57540

T 23 12 L R M21 / C1 3 E309LT0-4/1 FOXcore 309L-T0 DG Avesta FCW-2D 309L 57704 57705 57893

T 23 12 L P M21 (C1) 1 E309LT1-4(1) FOXcore 309L-T1
BÖHLER CN 23/12 PW-FD

57637 58071 59012 57798
Avesta FCW 309L-PW

T 23 12 L P C1 1 E309LT1-1 FOXcore 309L-T1 C1 New 40320* 53784

T 23 12 2 L R M21 (C1) 3 E309LMoT0-4(1) FOXcore 309LMo-T0 BÖHLER CN 23/12 Mo-FD 57740 57780

T 23 12 2 L P M21 (C1) 1 E309LMoT1-4(1) FOXcore 309LMo-T1 BÖHLER CN 23/12 Mo PW-FD 57652 57775 57854

Austenitic metal-cored wires for dissimilar welding and special applications
T 18 8 Mn M M12 1 EC307 (mod.) FOXcore 307-MC BÖHLER A 7-MC 58094 58096

T 23 12 L M M12 1 EC309L FOXcore 309L-MC BÖHLER CN 23/12-MC 57911

Austenitic flux-cored wires for high temperature applications (bismuth-free)
T Z 19 9 H R 21 (C1) 3 E308HT0-4(1) FOXcore 308 H-T0 BÖHLER E 308 H-FD 57795 57820

T Z 19 9 H P M21 (C1) 1 E308HT1-4(1) FOXcore 308 H-T1 BÖHLER E 308 H PW-FD 57786

T 19 9 Nb R M21 (C1) 3 E347T0-4(1) FOXcore 347L H-T0 BÖHLER E 347L H-FD 59010

T 19 9 Nb P M21 (C1) 1 E347T1-4(1) FOXcore 347 H-T1 BÖHLER E 347 H PW-FD 58174

T 23 12 L R M21 (C1) 3 E309LT0-4(1) FOXcore 309L H-T0 BÖHLER E 309L H-FD 58176

T 23 12 L P M21 (C1) 1 E309LT1-4(1) FOXcore 309L H-T1 BÖHLER E 309L H PW-FD 58175

T 23 12 L Nb R M21 (C1) 3 E309LNbT0-4(1) FOXcore 309L Nb H-T0 New 47154

EN ISO 12153 AWS A5.34 / SFA-5.34 Product name Previous product name 1.2 mm 1.2 mm
Nickel-base flux-cored wires
T Ni 6082 R M21 3 ENiCr3T0-4 FOXcore Nicro 82-T0 BÖHLER NIBAS 70/20-FD 57819

T Ni 6083 R M21 3 ENiCr3T0-4 (mod.) FOXcore Nicro 83-T0 BÖHLER NIBAS 70/20 Mn-FD 58080

T Ni 6625 P M21 2 ENiCrMo3T1-4 FOXcore 625-T1 New 42479 42512

T Ni 6625 P M21 2 ENiCrMo3T1 FOXcore 625-T1 PF BÖHLER FOX NIBAS 625 PW-FD 62227
** only available on 15 kg S300 plastic spools
** 5 kg high-quality plastic spools


