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MIG/MAG WELDING TORCHES ABIMIG® A T LW
ABIMIG® A T 305 LW ▪ ABIMIG® A T 355 LW
ABIMIG® A T 405 LW 

ABIMIG® A T 305 LW

ABIMIG® A T 405 LW

Torch Part-No. Torch neck
Type Handle 3 m 4 m 5 m Type Part-No.
ABIMIG® A T 305 LW Trigger short 018.D953.1 018.D954.1 018.D955.1 45° 014.H356.1
ABIMIG® A T 305 LW Trigger long 018.D960.1 018.D961.1 018.D962.1 45° 014.H356.1
ABIMIG® A T 355 LW Trigger short 014.H509.1 014.H510.1 014.H511.1 45° 014.H363.1
ABIMIG® A T 355 LW Trigger long 014.H390.1 014.H391.1 014.H392.1 45° 014.H363.1
ABIMIG® A T 405 LW Trigger short 015.D101.1 015.D102.1 015.D103.1 45° 015.D082.1
ABIMIG® A T 405 LW Trigger long 015.D070.1 015.D071.1 015.D072.1 45° 015.D082.1
Base torch ABIMIG® A T G 355 LW** Trigger long 014.H544.1 014.H545.1 014.H546.1 from page 66
Base torch ABIMIG® A T G 405 LW** Trigger long 015.D114.1 015.D115.1 015.D116.1 from page 66

Technical data according to EN 60 974-7 ▪ *DIN EN ISO 14175 ▪ **A T G = Base torch without torch neck

ABIMIG® A T 355 LW

ABIMIG® A T 305 LW
Rating:	 290 A CO2

	 260 A Mixed gas M21*

Duty cycle:	 60 %
Wire Ø:	 0.8–1.2 mm

ABIMIG® A T 355 LW
Rating:	 340 A CO2

	 320 A Mixed gas M21*

Duty cycle:	 60 %
Wire Ø:	 1.0–1.6 mm

ABIMIG® A T 405 LW
Rating:	 400 A CO2

	 370 A Mixed gas M21*

Duty cycle:	 60 %
Wire Ø:	 1.0–1.6 mm (up to 2.4 mm on request)

Definition: 
T = turnable/exchangeable torch neck 
LW = lightweight cable assembly

Lightweight torches with  

rotatable and exchangeable  

torch necks

All documents in 
one place: ABIDOC
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Wear parts ABIMIG® A T 305 / 355 LW ABIMIG® A T 405 LW

Gas nozzle (5 pcs.) Ø A X Ø A X
Cylindrical Ø 21 71 mm 145.D024 Ø 21 71 mm 145.D024
Conical Ø 18 72 mm  145.D021*

** Ø 18 72 mm      145.D021***

Tapered Ø 16 69 mm 145.D022 Ø 16 69 mm 145.D022

Contact tip (10 pcs.) M8 M8
E-Cu Ø 0.8 140.0114 140.0114

Ø 1.0 140.0313 140.0313
Ø 1.2 140.0442 140.0442
Ø 1.6 140.0587 140.0587

CuCrZr Ø 0.8 140.0117 –
Ø 1.0 140.0316 140.0316
Ø 1.2     140.0445*

** 140.0445
Ø 1.6 140.0590     140.0590***

Contact tip holder (5 pcs.)
M8 014.D745.5*

** 014.D745.5***

Adapter piece (5 pcs.)
767.D668.5*

** 015.D080.5***

Torch neck liner for T-torches
Standard  Ø 0.8 122.D037 (5 pcs.) –

 Ø 1.0–1.2    122.D038*
**

 (5 pcs.) 122.D077 (5 pcs.)
 Ø 1.6 122.D045 (5 pcs.)     122.D078*** (5 pcs.)

Brass for AI  Ø 1.0 122.D040 122.D040
 Ø 1.0–1.2 122.D041 122.D041

Liner Ø 305 / 355  
for 3 m

305 / 355  
for 4 m

305 / 355  
for 5 m

405 
for 3 m

405 
for 4 m

405 
for 5 m

Insulated liner Ø 0.8 124.0011    124.0012     124.0015 – – –
Ø 1.0 124.0026     124.0031     124.0035    124.D113    124.D114   124.D115
Ø 1.2    124.0026*

**  124.0031*
**   124.0035*

**    124.D116***   124.D117***   124.D118***

Ø 1.6 124.0041     124.0042     124.0044    124.D119     124.D120   124.D121

X mm

Ø 25Ø A

X mm

Ø 25Ø A

Ø 10

30 mm

Ø 10

30 mm

M8
52 mm

M8
52 mm

Standard equipment
     *Included in the standard equipment for complete torches ABIMIG® A T 305 LW 
   **Included in the standard equipment for complete torches ABIMIG® A T 355 LW
 ***Included in the standard equipment for complete torches ABIMIG® A T 405 LW

For more liner see chapter “Accessories & special equipment” 

For more contact tips see chapter “Accessories & special equipment” 


